SETMGR 2.0, © 2010 Sutron Corporation

This program displays and converts 8200, 8200A, or 8210 binary setup files.

· display the contents of setup file

· convert a binary setup from one version to another

· convert a binary setup to an editable ASCII text file

· convert a text file back to a binary setup file
· convert a setup to an 8310 setup file
Using SETMGR.EXE you can display the contents of a binary setup file. You can also convert the file to

be compatible with different models of the 8200. SETMGR.EXE may even be used to make simple edits

to a setup by converting a binary setup to an ASCII text file, editing that text file, and then converting the

text file back to a binary setup file.

Supported Models

SETMGR.EXE only works with setups from 8200’s running Version 3 or 4 software. Setup files from

previous versions are not supported. 8210’s are supported.
Operation

SETMGR.EXE is a DOS program. It is run by typing the command SETMGR at the DOS prompt.

Optional arguments to the command are used to specify the input file and selected functions. The full

syntax of the command is as follows:

SETMGR [input_file] [output_file] [/version] [>output_dest]


where items in [] are optional and


input_file
Specifies the file to display or convert. The software will

prompt for the file name if it is omitted. If this file has an

extension of “.TXT” then it is assumed to specify an

ASCII setup file - otherwise it is expected to be the name

of a binary setup file with an extension of “.SET”.


output_file 
Specifes the file to output after conversion. If this file has

an extension of “.TXT” then ASCII setup information is

output - otherwise binary setup information is output.


/version
 
Specifies the setup version to output.


>output_dest 
A DOS command to redirect the output to the named file

or device. It is only valid for a display function

(output_file is not entered).

Displaying a Setup

To display a setup, type SETMGR and press ENTER. The program will prompt for a file name. The

contents of the file will be displayed on the screen. You can also type SETMGR followed by the name of

the setup file. Make sure to include the extension name of the file as the program does not add anything

to the file name before opening it. For example, the command

SETMGR S23.SET

will cause the contents of the setup file to be displayed on the screen.

To redirect the output to a file, add the ">output_dest" to the command. For example, the command

SETMGR S23.SET >S23.DAT

redirects the output from the screen to the file named S23.DAT. This file can then be viewed by a

conventional program such as EDIT or LIST and then printed.

Converting from 8200/8210 to 8310

SetMgr will convert as much of an 8200 or 8210 setup to the 8310 .SSF format as possible and is meant to provide a head start when transitioning a system from the 8200/8210 to the 8310.. The conversion is invoked by specifying an input file (.SET), an output file (.SSF), and the switch /8310.

ex: 


C:> SETMGR 8210.SET 8310.SSF /8310

Where possible input channels are left as they were defined in the 8200/8210, but

they may be re-assigned as needed from within the 8310.

COM2 is configured to support an internal Speech Modem or LOS Radio

     if one is installed.

COM3 is configured to support an internal Satlink

     if one is installed.

COM4 is configured to support a LOS Radio or another modem, but

     the setting defaults to "NO CONNECT" and must be changed

     in the 8310 to have any effect.

Help

If you type the command followed by a "/?", a help screen will be displayed. For example, SETMGR /?,

will cause the help screen to be displayed.

C:\>SETMGR /?

8200 Setup Manager, (C)1996-2010 Sutron Corporation, Version 2.0
Usage: SETMGR [input_file] [output_file] [/version]
   input_file  = setup file to display or convert
   output_file = file to contain the converted setup
   /version    = version number to convert input to
The following versions are supported:
   /V3  = V3.x 8200 Basic        /V3A = V3.x 8200A Basic
   /R3  = R3.x 8200 LOS Radio    /R3A = R3.x 8200A LOS RADIO
   /R38 = R3.8 8200 LOS Radio    /R37 = R3.7 8200A LOS RADIO
   /S3  = S3.x 8200 Speech Modem /S3A = S3.x 8200A Speech Modem
   /G3  = G3.x 8200 GOES Radio   /G3A = G3.x 8200A GOES Radio
   /V40 = V4.0 8210/8200A        /8310 = Convert to 8310 .SSF
Notes:
   An input_file with .TXT extension causes an ASCII file to be read in
   An output_file with .TXT extension causes an ASCII file to be output
Examples:
   SetMgr lake.set                (lake.set is displayed)
   SetMgr lake.set >setup.dat     (output directed to a file)
   SetMgr                         (program will prompt for setup file name)
   SetMgr lake.set G3A.set /V40   (convert to an 8210 setup file)
   SetMgr lake.set lake.txt       (convert a setup to an ASCII file)
   SetMgr lake.txt lake.set       (convert an ASCII file to a setup file
   SetMgr lake.set 8310.ssf /8310 (convert to an 8310 setup file
